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angle is such that a rigid form with a central angle of 90 degrees cannot
be used. Back forms for curb returns may be made of 38 mm benders, for the
full height of the curb, cleated together. In lieu of inside forms for
curbs, a curb "mule" may be used for forming and finishing this surface,
provided the results are approved.

2.7 STAMPED CONCRETE

Stamped Sconcrete shall have a running bond pattern. be—patterned—placed—
and—detailed-as shown—on drawings— Coler—shall be—integral to—the mix—as—

neted-Concrete color will not require more than 3 lbs. per 94 lbs. sack of

cement. All concrete sidewalks will have color. Color to be selected by the
Contracting Officer.

PART 3 EXECUTION
3.1 SUBGRADE PREPARATION

The subgrade shall be constructed to the specified grade and cross section
prior to concrete placement. Subgrade shall be placed and compacted in
conformance with Section Section 02300, GRADING (EARTHWORK) .

3.1.1 Sidewalk Subgrade

The subgrade shall be tested for grade and cross section with a template
extending the full width of the sidewalk and supported between side forms.

3.1.2 Curb and Gutter Subgrade

The subgrade shall be tested for grade and cross section by means of a
template extending the full width of the curb and gutter. The subgrade
shall be of materials equal in bearing quality to the subgrade under the
adjacent pavement.

3.1.3 Maintenance of Subgrade

The subgrade shall be maintained in a smooth, compacted condition in
conformity with the required section and established grade until the
concrete is placed. The subgrade shall be in a moist condition when
concrete is placed. The subgrade shall be prepared and protected to
produce a subgrade free from frost when the concrete is deposited.

3.2 FORM SETTING

Forms shall be set to the indicated alignment, grade and dimensions. Forms
shall be held rigidly in place by a minimum of 3 stakes per form placed at
intervals not to exceed 1.2 meters. Corners, deep sections, and radius
bends shall have additional stakes and braces, as required. Clamps,
spreaders, and braces shall be used where required to ensure rigidity in
the forms. Forms shall be removed without injuring the concrete. Bars or
heavy tools shall not be used against the concrete in removing the forms.
Any concrete found defective after form removal shall be promptly and
satisfactorily repaired. Forms shall be cleaned and coated with form oil
each time before concrete is placed. Wood forms may, instead, be
thoroughly wetted with water before concrete is placed, except that with
probable freezing temperatures, oiling is mandatory.

3.2.1 Sidewalks
Forms for sidewalks shall be set with the upper edge true to line and grade

with an allowable tolerance of 3 mm in any 3 m long section. After forms
are set, grade and alignment shall be checked with a 3 m straightedge.
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